
11314 
 
 

• 45 PSIG maximum 
• Enter channels as small
as 7/16" 

1/2" x 18" 11068
5/16" dia. x 3/8" wide, steel 

11025
1/2" wide;
Soft

Part Number Comments Belt Size
(W x L) 

Contact Wheel Assembly
(includes bearing and shaft) 

 
11200

11220, 11300, 11301, 11341 

• 45 PSIG maximum 
• File round openings as

small as 7/16" 
1/4" x 18" 11066

5/16" dia. x 1/8" wide, steel 
11034
1/4" wide;
Soft

3/4" x 18" 
All Others: 
1/2" x 18" 

11220: 11352 
5/16" dia. x 5/8" wide, steel
11300: 11332 
1/4" dia. x 3/8" wide, steel
11301: 11068 
5/16" dia. x 3/8" wide, steel
11341: 11342 
5/16" dia. x 3/8" wide,
rubber

11321 
 
 

• 45 PSIG maximum 
• Work on contact wheel 

1/2" x 18" 
11070 
7/16" dia. x 3/8" wide, rubber 

11025
1/2" wide;
Soft

11350 
 
 

• 45 PSIG maximum 
• Excellent for cleaning 

oxide off electrical 
bus bars 

• Arm has a 12" 
workable reach

3/4" x 34" 11352 
5/16" dia. x 5/8" wide, steel 

Optional
3/4" wide

• 45 PSIG maximum 
• Offset design and minia- 5/8" or 

ture contact wheels 
• 2" strap polish in offset 

area; polish turbine 
blades and other 
contours 

None

None

None

None

None

11212 
 

• 45 PSIG maximum 
• File round openings as 

small as 7/16" 

Belt Size
(W x L
1/4" x 24" 

11066 
5/16" dia. x 1/8" wide, steel 

11034
1/4" wide;
Thin

• 45 PSIG maximum 
• See 11239 for 
heavy-duty version 

1/2" x 24" 11068 
5/16" dia. x 3/8" wide, steel 

11027
1/2" wide;
Thin

11213 
 

Platen Pad

¿Necesitas ayuda? Ponte en contacto con nuestro equipo.
+34 957 781 546 | afina.es | web@afina.es

MINI BANDAS ABRASIVAS PARA LIJADORAS
DE LIMA

Especififaciones técnicas de uso recomendado:
En radios pequeños y ruedas de contacto de diámetro pequeño, reducir la
presión de aire a 45 PSI (3 bar) para evitar daños en las uniones de las bandas.
Para granos bastos, es especialmente importante disminuir la velocidad.

Ejemplos de brazos con rueda de diámetro reducido:


